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LOXIT CHALKBOARDS IN COL R 


Combines the latest scientific chalkboard color design with smart modern interior decoration. Available in the 


following Chalkboards KOMPO-LUX, PETRALOX, PORCELOX, (Porcelain Steel) and TRU-LUX. 



RITE SPRING RITE DARK RITE RITE RITE RITE RITE WHITE 

GREEN GREEN GRAY TAN CORAL BLUE (IVORY) 


BOARD 

TYPE 

RITE SPRING 
GREEN 

RITE DARK 
GREEN 

RITE 

GRAY 

RITE 

TAN 

RITE 

CORAL 

RITE 

BLUE 

RITE WHITE 
(IVORY) 

RITE 

BLACK 

KOMPO-LUX Vi" 

RS-100 

RD-101 

RG-102 

RT-103 

RC-104 

RB-105 

RW-106 

RBB-107 

PETRALOX 

PRS-300 

PRD-301 

PRG-302 

PRT-303 

PRC-304 

PRB-305 

PRW-306 

PRBB-307 

TRU-LUX 

TRS-400 

TRD-401 

TRG-402 

TRT-403 

TRC-404 

TRB-405 

TRW-406 

TRBB-407 


All eight colors are just RITE for low reflectance and high readability. Laboratory tests show a gloss of 3 to 4 on a 
Photovolt "C" unit. A reflectance of only 12% is shown on a Baumgartner reflectometer. Even after continued 
writing and erasing, it shows only 15% to 16% reflectance. Proper classroom reflectance should not be over 20%. 

COLORED CRAYONS Loxit recommends Binney & Smith "Kleerwae" Colored Dustless Chalkboard Crayons, or 
approved equal for use with all Loxit Colored Chalkboards. 


IMPROVED WASHABLE p£ YRALOX*CEMENT-ASBESTOS CHALKBOARDS 


AVAILABLE in heights of 3V2 and 4 feet and lengths of 4, 5, 6, 7, 
8 feet. (Can easily be cut to required sizes on job.) 

LOXIT PETRALOX CEMENT-ASBESTOS CHALKBOARDS have the fine 
writing surface and low reflectance for easy reading of high quality 
chalkboards. They erase easily and completely. They can be washed 
as often as desired since the finish is waterproof and the boards 
are treated with a waterproof back coating to seal out moisture. 
The base material is a combination of asbestos fibers and Portland 
cement compressed under high pressure to produce a board that 
has the stone-like characteristics expressed in its trade name— 
PETRALOX. The board is carefully prepared to provide a proper 
surface for the finish and assure uniformity in thickness. 

Loxit PETRALOX Cement-Asbestos Chalkboards have a negligible 
co-efficient of expansion and contraction. They are fire-resistant, 
waterproof, easy to install and easy to maintain. 

GUARANTEE: When installed in accordance with Loxit directions 
and subjected to normal chalkboard usage and maintenance, they 
are guaranteed against all chalkboard defects including bleeding 
for a period of ten years. Limited to furnishing of replacement 
chalkboards only. 


TYPICAL LOXIT SHORT SPECIFICATION 

All chalkboards shall be Loxit Washable PETRALOX Cement- 
Asbestos chalkboards PRS-300 RITE SPRING GREEN 3/ 16 " THICK 

(or for alternate number and color see color chart above) as manufactured 
.by Loxit Systems, Inc., 1217 W. Washington Blvd., Chicago 7, 
Illinois, or approved equal. All chalkboards shall be in one piece 
up to eight feet long. Where the total length of chalkboards exceeds 
eight feet, same shall be neatly spliced with a Loxit metal divider 
strip finished to match the boards. All boards shall be installed 
strictly in accordance with manufacturer's shop drawings and/or 
directions using Loxit M-300 Super Adhesive. 


LOXIT M-300 SUPER CHALKBOARD ADHESIVES 

A rubber base super adhesive. Easily applied, adheres 
readily with a firm bond. Available in quarts, gallons 
and 5-gallon drums. The best adhesive for LOXIT 
CHALKBOARDS and Loxikork mounted Tackboards. 
Instructions for proper use on every container. 

For LOXITEX TACKBOARDS use M-350 SUPER adhesive. 
For unmounted cork use M-250 STIKTITE adhesive. 



LOXIT COMPOSITION CHALKBOARDS 

KOMPO-LUX . KOMPO-CITE 

The LOXIT COMPOSITION LINE of chalkboards meets all classroom requirements— 
Excellent Writing Surface—Easy Erasing—Strong—Waterproof. They can be washed 
as often as desired. 

Available in 1 / 4 " thickness—in standard heights of 3'—3%'—4'. Lengths of 3' to 12' in 
one piece. Can easily be cut to required sizes on job. 



♦Indicates Loxit Trademarks 
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LOXIT KOMPO-LUX* CHALKBOARDS 

Available in EIGHT Beautiful Colors 


TYPICAL LOXIT SPECIFICATION 

Chalkboards shall be LOXIT KOMPO-LUX RS-100 RITE SPRING 

GREEN (or specify alternate number and color. See page 2.) 

*4" chalkboards as manufactured by Loxit Systems, Inc., 1217 W. 
Washington Blvd., Chicago 7, Illinois, or approved equal. All 
boards shall be in one piece up to 12 feet long. Where the total 
length of chalkboards exceeds 12' same shall be spliced with Loxit 
metal divider strips finished to match boards. 

All boards shall have a base of smooth, grainless, long-fiber, all¬ 
wood material, carefully tempered and waterproofed. The writing 
surface shall consist of a primer and ground coat which shall be 
baked to a hard, non-porous surface by high temperature baking. 


This surface shall be water rubbed and followed with two coats of 
synthetic-plastic-resin-silicate compound sprayed on mechanically, 
after which the board shall be re-baked at high temperature to 
obtain a hard even chalkboard finish. Boards shall be installed 
strictly in accordance with manufacturer's shop drawings, and/or 
recommendations, using LOXIT M-300 Super Chalkboard adhesive. 

GUARANTEE: When installed in accordance with LOXIT directions 
and subjected to normal chalkboard usage and maintenance, 
LOXIT KOMPO-LUX chalkboards are guaranteed for a period of 
10 years against all chalkboard defects. Limited to furnishing of 
replacement chalkboards only. 


LOXIT KOMPO-CITE* CHALKBOARDS 

Available in TWO Colors Only. KR-99 RITE SPRING GREEN, KRD-98 RITE DARK GREEN 


The same painstaking manufacturing care goes into the production 
of KOMPO-CITE Thrift Chalkboards as in the KOMPO-LUX boards. 
The same ingredients are used in the finish giving the same hard, 
non-porous, high-temperature baked texture although the finish is 
not as thick. The writing surface has the same smooth, even-writing 
qualities and has the same low reflectance for easy reading. It 
erases easily and completely and can be washed as often as desired. 

TYPICAL LOXIT SPECIFICATION 

All chalkboards shall be LOXIT KOMPO-CITE KR-99 RITE SPRING 
GREEN 1 / 4 " board or (KRD-98 RITE DARK GREEN 'A" board). 


All boards shall be in one piece up to 12 feet long. Where the total 
length of chalkboards exceeds 12 feet, same shall be neatly spliced 
with Loxit metal divider strips finished to match boards. 

All boards shall have base of smooth, grainless, long fiber all-wood 
material, carefully waterproofed and tempered. The writing surface 
shall consist of a primer ground coat which shall be baked and 
water-rubbed followed with one coat of a synthetic-plastic-resin- 
silicate compound mechanically sprayed on. Same shall be con¬ 
verted to a hard non-porous surface by high-temperature baking. 
All boards shall be installed strictly in accordance with manu¬ 
facturer's shop drawings and/or recommendations using Loxit 
M-300 Super Chalkboard Adhesive. 


LOXIT “EXCELO” FACTORY PREFABRICATED 

PETRALOX —KOMPOLUX — KOMPOCITE CHALKBOARDS 


AND LOXIKORK—LOXITEX TACKBOARDS 



BB-244 

TRIM 


14" CORK 
14" BACKING 
TOTAL 
Vi" THICK 


BB-824 MAP RAIL 
With Cork Insert 


STYLE G 


r i. -• '-'v" 

TACKBOARD 


CHALKBOARD 

STYLE A 


STYLE B 

i/. TB t'l 

'*’•? ;,’V 

CHALKBOARD 


Wk 

CB 

^TB** 




This thrift line of easy to install chalkboards and 
tackboards meets almost every classroom require¬ 
ment at a reasonable cost. 

As composite assemblies in types A, B, C, and D, they 
are available in sizes up to 4' high by 16' long. In 
types G and H in sizes 5' high by 16' long. All are 
thick. 

See page 6 for setting details. See pages 8 and 9 for 
tackboards. The new "EXCELO" composite chalk- 
board-tackboard assemblies can also be installed 
using the LOXIT MIRACLE Chalkboard-Tackboard 
Setting System. See pages 7 and 12. 


BRIEF “EXCELO” SPECIFICATION 

All chalkboards and tackboards shall be LOXIT 
"EXCELO" factory prefabricated units as per styles and 
sizes shown on drawings (or specify styles and/or sizes here). 

Chalkboards shall be (specify kind and color of chalkboards 
here). Tackboards shall be (specify kind and color of tack¬ 
boards here). All units shall be installed strictly in accord¬ 
ance with manufacturer's shop drawings and/or 
recommendations. 


TACKBOARP 


CHALKBOARD 


^:&lV:V;^TACKBOARD 

1TB-; 

CHALKBOARD 

;;TB: 


STYLE C-R or C-L 


STYLE D 


STYLE G 


STYLE H 



































































































































LOXIT MIRAWAL PORCELOX* (See page 12 for another New Board) 

PORCELAIN STEEL CHALKBOARDS 


LOXIT MIRAWAL PORCELOX Porcelain Steel Chalkboards are produced in 
single, straight-line continuous electric furnaces to make the long lengths possible. The vitreous 
porcelain surface is fused to nickeled steel sheet at a closely controlled temperature of 1550°F, 
making it unexcelled as a porcelainized coating for all chalkboard uses. 


Available in eight attractive colors— 
RITE SPRING GREEN, RITE DARK 
GREEN, RITE GRAY, RITE TAN, RITE 
CORAL, RITE BLUE, RITE WHITE 
(IVORY) AND RITE BLACK. 

LOX-85 NU-VICTORY 

(Available up to 4' x 20' in one piece.) 
Light gauge porcelain steel face lami¬ 
nated to 3/ 8 " LOX-A-KORE* with 
porcelain steel backing to balance 
chalkboard face sheet. 




Available to be trimmed on the job or as "PREFABS"—completely trimmed ready for fast, economical application 
directly on walls. Magnets can be used with all LOXIT MIRAWAL PORCELOX Chalkboards. Standard Heights 
3'— 3Vz' —4'. Standard Lengths in even feet up to 20' long. (Intermediate lengths available on order.) 


CONSIDER THESE ADVANTAGES! 

Available to you ONLY in LOXIT MIRAWAL PORCELOX 


1. TWO TYPES AVAILABLE 

LOX-85 NU-VICTORY LOXIT MIRAWAL PORCELOX—a light gauge 
porcelain steel chalkboard face sheet laminated to %" LOX-A- 
KORE with a porcelainized steel backing. Available up to 4' x 
20'—in one piece. It is approximately Vfc" thick and will line up 
with Loxitex and mounted Loxikork tack boards without shim¬ 
ming. It is a balanced panel and can be applied to wall without 
adhesives, and it stays straight. 

LOX-86 NU-IMPERIAL —available up to 4' x 12' on special order 
—laminated to Vi" exterior grade plywood with rust resistant 
metal backing sheet. 

2. DURABLE AND PERMANENT 

The vitreous inorganic porcelain chalkboard surface will not 
craze or crack. Shrinkage and expansion is negligible. Will 
take magnets. 

3. SCRATCH AND IMPACT RESISTANT 

The flint-hard porcelain surface provides high resistance 
against scratching and marring. Tests at least 6.5 on scale 
of Hardness of Minerals. 

4. SANITARY AND EASY TO CLEAN 

The glass-hard porcelain surface is impervious to acids, odors, 
greases and solvents. Easily cleaned with a damp cloth. 


FIREPROOF CONSTRUCTION 

LOXIT MIRAWAL PORCELOX chalkboards are fireproof. Will 
not support combustion. 

LIGHT WEIGHT—SIMPLE TO INSTALL 

The thinness of gauge about 0.020, which is adequate for all 
chalkboard requirements makes them light in weight, simple to 
install and easy to handle during erection. 

EIGHT BEAUTIFUL FADEPROOF SCHOOL COLORS 

Rite Spring Green, Rite Dark Green, Rite Gray, Rite Tan, Rite 
Coral, Rite Blue, Rite White (Ivory), and Rite Black. 

COLORED CRAYONS 

Loxit recommends Binney & Smith "Kleerwae" Colored Dustless 
Chalkboard Crayons, or approved equal for use with all Loxit 
Colored Chalkboards. 

9. MAINTENANCE FREE AND ECONOMICAL 

They are maintenance free except for cleaning. Will meet any 
reasonable budget both in the construction of the building and 
in its maintenance. 

10. TRIMMED 

Available untrimmed to be installed and trimmed on the job, or 
as "PREFABS" COMPLETELY TRIMMED ready to set in place, 
using any of the methods shown on page 6 or with the Loxit 
Miracle Adjustable Chalkboard Setting System as shown on 
page 7. 


SCHEDULE "A”—TYPE —NUMBERS —COLORS 


5. 

6 . 

7. 

8 . 



LOX-RS-85 LOX-RD-85 LOX-RG-85 LOX-RT-85 LOX-RC-85 LOX-RB-85 LOX-RW-85 

RITE SPRING GREEN RITE DARK GREEN RITE GRAY RITE TAN RITE CORAL RITE BLUE RITE WHITE (Ivory) 


4 
















LOXIT MIRAWAL PORCELOX* PORCELAIN STEEL CHALKBOARDS 

No adhesives are required for Loxit Nu-Vietory boards. 

A. TYPICAL LOXIT NU-VICTORY PORCELAIN STEEL CHALKBOARD SPECIFICATION 


All chalkboards shall be LOXIT MIRAWAL PORCE- 
LOX (here specify number and color selection taken from 
color chart "A” such as LOX-RS-85 NU-VICTORY Rite Spring 
Green Chalkboards) as manufactured by Loxit Systems, 
Inc., 1217 W. Washington Blvd., Chicago 7, Illinois, 
or approved equal. 

Chalkboards shall be high pressure laminated, three 
ply, fully balanced panels consisting of a light gauge 
porcelain steel chalkboard facing, (approximately 
0.020) laminated to %" LOX-A-KORE to which a 
porcelain steel backing sheet shall be laminated to 
balance panel. The chalkboard facing and backing 
sheets shall be processed in strict accordance with the 
recognized procedures of the PORCELAIN ENAMEL 
INSTITUTE for Architecturally Fired Porcelain. The 
chalkboard surface shall be composed of three coats 
of porcelain enamel as hereinafter specified. The base 
metal shall be enameling steel fully covered on both 
surfaces with a porcelain enamel ground coat and 
fired at temperatures sufficient to completely fuse the 
ground coats to the base metal. Base metal having 
aluminum or other processed firing agents will not be 
acceptable. On the chalkboard face of the metal sheet 
an intermediate coat of porcelain shall be applied over 
the ground coat, after which a writing surface shall be 


applied over the intermediate coat, both as separate 
operations and in thicknesses consistent with the 
standards recognized by the P.E.I. They shall be fired 
at a closely controlled temperature not less than 1550°F. 
The writing surface shall have a reflectance not greater 
than 20% nor less than 15% as recommended by the 
American Standard for School Lighting—and a hard¬ 
ness of not less than 6.5 when tested by Scale of 
Hardness of Minerals. The porcelain steel backing sheet 
shall be processed in the same manner as the chalk¬ 
board facing but need not be of chalkboard texture 
nor match in color. 

All chalkboard panels shall be in one piece up to 
4 feet in height and 20 feet in length, and in two panels 
of equal length for spans up to 36 feet inclusive. 

Note to Architect: If chalkboards are to be set up and trimmed 
on the job see page 10 for Loxit TRU-SNAP aluminum trim or 
page 11 for Loxit SCREW-ON trim and specifications, and add 
this sentence "where total length of chalkboard assembly 
exceeds 20', chalkboard shall be neatly spliced using 
Loxit metal dividers finished to match boards/' 

Note to Architect: If chalkboards are to be pre-fabricated — 
as we strongly recommend—add the prefabrication specifi¬ 
cation "B” shown below to typical specification "A” above . 


B. TYPICAL LOXIT STANDARD PREFAB SPECIFICATION 


All Loxit NU-VICTORY Porcelox chalkboard panels 
shall be completely factory prefabricated and trimmed 
by manufacturer ready to hang on wall—using Loxit 
channel section BB-244 S on jambs complete with head 
returns, combination channel map rail BB-824 S, with 
cork insert for head trim (see page 9 for colors) and angle 
chalktrough BB-830 S for sill. Chalktrough shall be 
pre-drilled and fitted but shipped separately for safety 
in transit for assembling at job. Furnish one combi¬ 
nation map hook and paper clip for each 24" of map 
rail and one flag holder and one pair of roller brackets 
for each length of map rail. All trim and accessories 
shall be virgin 6063-T5 extruded aluminum anodized 
with Loxit never-tarnish Glo-Dull® finish. Chalkboard 
panels shall be secured to wall with screws and plugs 
and/or toggles as required. 

Note to Architect: For short combination prefab and setting 
chalkboard specifications see page 6. 

Note to Architect: See page 6 for specific methods of setting 
prefabricated chalkboard and tackboard panels as recom¬ 
mended by Loxit . If one of these methods is preferred to the 


above general clause underlined, substitute for the portion that 
is underlined the following —using the Loxit Chalkboard 
Setting System CSS-101 (or the alternate method preferred). 

Note to Architect: If the Loxit Miracle Chalkboard Adjustable 
Setting System is preferred, see page 7, and substitute for the 
portion that is underlined the following — using the Loxit 
Miracle Chalkboard Adjustable Setting System CSS-100. 

TACKBOARDS —See page 8 for LOXITEX tackboards including 
prefabs and page 9 for LOXIKORK tackboards including 
prefabs. 

GUARANTEE: Loxit guarantees that all NU-VICTORY 
LOXIT MIRAWAL PORCELOX chalkboards are manu¬ 
factured in accordance with the performance specifi¬ 
cations established and recommended by the Porcelain 
Enamel Institute Inc. PEI: S-104 dated August 1956. 
They are guaranteed to provide satisfactory trouble- 
free service for the lifetime of the building when in¬ 
stalled in same, in accordance with Loxit recom¬ 
mendations and subjected to normal schoolroom usage 
and maintenance. This guarantee is limited to the 
furnishing of replacement chalkboards only. 


- VALUABLE PREFABRICATION INFORMATION - 

Loxit factory prefabricated "Pre-Fab" Chalkboards and Tackboards not only assure a precision trimmed 
panel but they greatly simplify the field work by reducing the time, effort and expense of installation to a 
fraction of what field trimmed boards cost. 

In addition, factory prefabricated Chalkboards and Tackboards are far more flexible than field installed 
and trimmed boards. By using the proper type of board and the proper type of installation the boards 
are adjustable, and either removable or exchangeable. 

Detail sheets suitable for tracing showing the prefabrication and installation methods of chalkboards 
and tackboards are available upon request without obligation. See pages 6 and 7. 
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LOXIT CHALKBOARD-TACKBOARD PREFABRICATION DETAILS 

For use with Loxit Porcelox and Tru-Lux Chalkboards (See Pages 3 and 4) 

TYPICAL CHALKBOARD-TACKBOARD INSTALLATIONS 
AS SINGLE BOARDS OR IN COMBINATION OF BOARDS 


B-244 S 


BB-244 S 




A or B or H or 





-J 

< 

X 

- u 

— J— 

(BOARD A — 





^CB 



MAP RAIL 
BB-824S 


Sect. D 


Sect * J 


1 “ 

Sect. H 


MAP RAIL BB-820 
(No Cork) 


M » 

1 A 

A | A | 

A | 

TACK 
._ BOARD 

j D j J TACKBOARD 

— 1 r - 

TACK 

BOARD 

A - - 

__ p CHALKBOARD p _ 

a| 


C ^ 

L 


CB TB- 




CHALKTROUGH 
BB-830S 

/ 


Sect. C 


Sect. G 


PRE-FABRICATED NU-VICTORY CHALKBOARDS 

Available in standard heights and up to 16 feet long in one piece. 

Prefabricated Tackboard Panels l/ 2 " thick (T-901 C, T-501 C, T-401 C) are 
available up to 4 feet high and 16 feet long—in one piece. Panels using l/ 4 " 
cork mounted on l/ 4 " plywood or l/ 4 " hard board are limited to 4' x 12' in one 
piece. (See page 9). 

Note to Architect: We recommend the use of our typical Standard “Prefab" Specification shown 
on page 5 as meeting all requirements for this very practical as well as very beautiful new type 
of chalkboard-tackboard construction, but the Typical Short Combination Prefab-Setting Chalk- 
board-Tackboard Specification which follows can be used if preferred. 

TYPICAL SHORT LOXIT “PREFAB” CHALKBOARD 
SPECIFICATION —including setting system. 

All Chalkboards and Tackboards shall be LOXIT Prefabs as manufactured by 
Loxit Systems, Inc., 1217 West Washington Blvd., Chicago 7, Illinois, or 
approved equal, in accordance with the Loxit typical standard prefabrication 
specification and details. They shall be installed using Loxit Typical Chalk¬ 
board Setting System CSS-102. (Note to Architect: See page 6 for details show¬ 
ing CSS-100 as well as other alternates). If the Loxit Miracle Chalkboard Adjustable Setting 
System is preferred change portion underlined to read: Loxit Miracle Adjustable Chalk¬ 
board Setting System CSS-100. 


FIVE TYPICAL SYSTEMS FOR SETTING LOXIT PREFAB CHALKBOARDS (CSS) 




DETAIL 
SHOWS 
INTERMEDIATE 
MAP RAIL 
CAN APPLY 
TO ALL 
EXCEPT 
CSS-100 


Loxit factory prefabricated 
chalkboard and tackboard 
panels are the answer to 
beautifully trimmed boards; 
quick, easy, practical, econ¬ 
omical installation, maximum 
flexibility in use, including 
adjustable setting to meet 
student requirements. Detail 
sheets suitable for tracing are 
available upon request with¬ 
out obligation. 


CSS-100 CSS-101 

LoxitMiracle Loxit Angle Bracket Setting 

Adjustable System. Secured by wall angle 

Chalkboard at top and wall angle or channel 

Setting at bottom. Wall* fasteners fur- 

System nished when ordered. 


Fastened through Map Rail and 
Chalktrough. Oval head screws 
or toggles applied through map 
rail and chalktrough to wall. 
Furnished when ordered. 


CSS-103 

Fastened through Trim. Oval 
head screws or toggles 
applied through channel trims 
directly to wall. Furnished 
when ordered. 


CSS-104 

Fastened through 
Chalkboard with map 
rail and chalktrough 
applied after to cover 
heads of fasteners. 








































































































































































LOXIT MIRACLE* ADJUSTABLE 

CHALKBOARD-TACKBOARD SETTING SYSTEM No. CSS-100 

USING LOXIT PREFABRICATED 
CHALKBOARDS AND TACKBOARDS 



Due to rapidly changing school room requirements there is a 
need tor a Chalkboard-Tackboard Setting System that will 
provide for the rapid, easy, changing of board heights above 
the floor, as well as for the easy changing of boards for other 
sizes, colors, locations or combinations. 

The New LOXIT MIRACLE Adjustable Chalkboard and Tack- 
board Setting System offers a solution that is practical, safe, 
economical, easy to install and easy to use, in fact that solves 
all these problems. All parts are cadmium plated to match 
Loxit anodized "GLO-DULL" chalkboard trim finish. 

The Loxit CH-9 Standards should be spaced about 30" o.c. and 
unless detailed or specified otherwise will be furnished on this 
basis, with quantities and kinds of clips required for the job. 
They can be installed by any carpenter or maintenance man. 
Directions accompany each shipment. Detail sheets suitable for 
tracing available upon request without obligation. Also sample 
model. 


RECOMMENDED LOXIT SHORT SPECIFICATION 

All chalkboards and tackboards shall be installed using the 
Loxit Miracle Chalkboard Adjustable Setting System CSS-100 
as manufactured by Loxit Systems, Inc., 1217 West Washing¬ 
ton Blvd., Chicago 7, Illinois, strictly in accordance with 
manufacturer's shop drawings and/or directions. 


DRAWINGS SHOW THE SIMPLE BRACKETS WHICH HOOK INTO THE STANDARDS 

.iUrrrr. 


BRACKET 

AX-91 



• AX-91 



JAAP RAIL 
(Optional) 


PREFAB 

CHALKBOARD 


AX-92 


CHANNELS 

CH-9 


NEW LOXIT WONDER* SHELVING SYSTEM 

It is adjustable in every dimension, shelf height and spacing, number of shelves and 
length of assemblies. Brackets are cadmium plated to match Loxit Glo-Dull trim used 
on chalkboards and tackboards. 

It can be used separately or in combination with the Loxit Miracle Chalkboard and 
Tackboard Setting System, as indicated above. 

See page 12 for further details and specifications. 


♦Above systems covered by Urbain patent No. 2,285,632 and other patents applied for. 















































































LOXIT 


LOXITEX* TACKBOARDS 



E. 


The LOXIT LOXITEX line of tackboards provides a surface of 
genuine VICRTEX electrically-fused vinyl-coated fabrics lami¬ 
nated under high pressure to a treated pulpboard backing. 
LOXITEX is easily cleaned; is stain, fire and soil-resistant; will 
not crack, chip, peel or scratch. It is available in six fadeproof 
colors at no extra cost: Limed, White, Cinnabar Coral, Sand 
Tan, Celadon Blue, Sandalwood Brown and Willow Green in 
deep-molded, three-dimensional patterns to eliminate disturbing 
reflections. LOXITEX tackboards remain pliable and spongy 
even under long, hard usage. Pins and tacks go in easily, hold 
tight, and holes are self sealing when tacks are removed. 

A. TYPICAL LOXIT TACKBOARD SPECIFICATION 

All tackboards shown in the drawing and/or called for in the 
specifications shall be LOXITEX tackboards as manufactured by 
Loxit Systems, Inc., 1217 West Washington Blvd., Chicago 7, 

Illinois, or approved equal. They shall be fabricated from genuine 
heavy weight Vicrtex electrically-fused coated fabrics, in (Specify 
number and color here such as Willow Green T-206X). All tackboards shall 
be factory laminated under high pressure to a backing of treated 
pulpboard, assuring tight, uniform panels. 

B. If panels are to be TRIMMED on fob add to typical specification "A”. All 
panels shall be cut flush on all four sides to be trimmed on job. 

Where total length of tackboards exceed 12' the panels shall be 
neatly spliced with a Loxit metal divider finished in color to 
match boards. 

C* If panels are to be furnished with HEMMED EDGES add to typical specification 

"A”. All panels shall have hemmed edges with corners neatly 
tucked in. When total length of tackboards exceeds 12' long the 
panels shall be neatly butted together. 

D. If panels are to be prefabricated add to typical specification "A”. All panels 
shall be LOXIT factory prefabricated ready to hang on the wall, 
using Loxit BB-244 S channel trim on the four sides. Same shall 
be of virgin 6063-T5 extruded aluminum anodized with the 
LOXIT never-tarnish GLO-DULL finish to match chalkboards. 

Panels shall be secured to walls with chrome plated oval head 
screws and plugs and/or toggles as required (or using the Loxit 
standard CSS-101, or other hanging system preferred as shown on page 6) tack- 
board setting system or approved equal. Furnish and apply 
Loxit M-350 super Loxit tackboard adhesive to back of panels 
and/or on walls in globs to bind the central area of panels to 
wall surface in accordance with manufacturer's directions. All 
panels shall be in one piece up to 4' x 12' long. When the length 
of tackboard exceeds 12' long, the panels shall be neatly butted 
together. 

Note to architect: PREFABRICATED Loxitex tackboard panels 4 feet in height are 
available in one piece up to 16 feet in length at a small increase in cost. If 
wanted substitute 4' x 16' for 4' x 12' underlined in prefabrication specifications 
"D” above. 



PRE-FAB HEMMED 
LOXITEX TACKBOARD 


PRE-FAB TRIMMED 
LOXITEX TACKBOARD 


Note to architect: BALANCED LOXITEX PANELS are available with hemmed 
edges or as "prefab” for easel use or to hang on walls without the use of 
adhesives and/or to be set up separately or in combination with chalkboards 
using the Loxit Miracle Adjustable Chalkboard and Tackboard Setting System. 
The length of balanced Loxitex panels for these uses is limited to 8' long since 
no adhesives are required. It is possible to easily, quickly and economically 
relocate the panel or exchange them for panels of other sizes, colors or finish. 

F • If wall hung hemmed edged Balanced Loxitex tackboards are wanted add the 
following to typical specification "A”. All panels shall be BALANCED 
panels with edges hemmed and corners neatly tucked in ready 
to hang on wall without adhesives. Same shall be applied to 
walls, using chrome plated oval head screws, washers and plugs 
and/or toggles as required for a secure, neat and workmanlike 
job strictly in accordance with manufacturer's shop drawings 
and/or directions. All panels shall be in one piece up to 4' x 8' 
in size. 

G. If wall hung "Prefab” Balanced Loxitex tackboards are wanted add the following 
to the above specifications "A”. All panels shall be Balanced Loxitex 
panels completely prefabricated ready to install without the use 
of adhesives. Same shall be trimmed on all four sides with 
Loxit BB-244 S channel trim which shall be virgin 6063-T5 
extruded aluminum anodized with the never-tarnish Loxit Glo- 
Dull finish. All panels shall be secured to wall with the Loxit 
CSS-101 for CSS-103 —see page 6) Tackboard Setting System strictly 
in accordance with manufacturer's shop drawings and/or 


H 


directions. All panels shall be in one piece up to 4' x 8' in size. 

If Prefab Balanced Loxitex Tackboards are to be installed separately or in con¬ 
nection with chalkboard using the LOXIT MIRACLE Adjustable Chalkboard 
Setting System, substitute the following for the underlined portion of specifi¬ 
cation "G”. All panels shall be installed using the LOXIT MIRACLE 
Adjustable Chalkboard Setting System CSS-100. 


SIX ATTRACTIVE COLORS 
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WILLOW GREEN SANDALWOOD BROWN 

T-206X T-204X 


CELADON BLUE SAND TAN 

T-202X g T-205X 


CINNABAR CORAL 
T-203X 


LIMED WHITE 
T-201X 


























LOXIT LOXIKORK* TACKBOARDS 



SCHEDULE OF LOXIT LOXIKORK TACKBOARDS 



UNMOUNTPn 

MOUNTED USING 




!4" PLYWOOD 

Va" HARD BOARD 

Vi" PULPBOARD 

No. 

Thickness 

Item 

No. 

Total 

Thickness 

No. 

Total 

Thickness 

No. 

Thickness 

Total 

T-900 

Vs" 

Harvest Tan 

— 

— 

— 

— 

T-901 C 

Vi" 

T-902 

V*'' 

Harvest Tan 

T-902A 

Vi" 

T-902B 

W' 

_ 

_ 

T-500 

Vs" 

Roadside Green 

— 

— 

— 

— 

T-501 C 

Vi" 

T-502 

Va" 

Roadside Green 

T-502A 

Vi" 

T-502B 

Vi" 

— 

_ 

T-302 

Va" 

Twilight Gray 

T-302A 

Vi" 

T-302B 

Vi" 



T-1102 

Va" 

Sky Blue 

T-l 102A 

Vi" 

T-1102B 

Vi" 

— 

_ 

T-400 

Vs" 

Sun Tan 

— 

— 

— 

— 

T-401C 

Vi" 

T-402 

Va" 

Sun Tan 

T-402A 

Vi" 

T-402B 

Vi" 

— 

_ 

T-1302 

Va" 

Golden Tan 

T-l 302A 

Vi" 

T-1302B 

Vi" 

_ 

_ 

T-1 202 

Va" 

Seashell Rose 

T-1202A 

Vi" 

T-1202B 

Vi" 

_ 


T-602 

Va" 

Leaf Green 

T-602A 

Vi" 

T-602B 

Vi" 

_ 


T-700 

Vs" 

Eze-Tac 

— 

— 

— 

— 

T-701C 

Vi " 

T-702 

Va" 

Eze-Tac 

T-702A 

Vi" 

T-702B 

Vi" 

— 

— 


All l/«' corks available unmounted in fulf rolls or cut to size. All l/ 8 * corks available in full roUs only. All of above corks are furnished with burlap back except T-700 EZE-TAC. 

mnt'nn* Rlvd OR rb SPECIFIC ' 7 AT !i? N—A11 tackboard , s shall be LOXIKORK tackboards as manufactured by Loxit Systems, Inc., 1217 West Wash- 
■ lvd Chicago 7 Ilhn oi s or approved equal. (Here specify name and number of board selected from schedule above). Boards shall be in one 

P!ece up to 4 X 12 feet Where splices are required same shall be butted in a neat workmanlike manner (or if preferred, specify Loxit metal dMder 

tntfariw! T* ‘ A boards , sha L b ~ c l et . , stnctly ln accordance with manufacturer's shop drawing and/or directions using Loxit M-300 
super adhesive for mounted cork or M-250, if unmounted. y 

Note to Architect: Certain Prefabricated Loxikork tackboards are available in one piece up to 4 x 16 feet. When wanted use the following specification 

PREFABRICATED LOXIKORK SPECIFICATION - All tackboards shall be Loxikork prefabricated 
tackboards as manufactured by Loxit Systems, Inc., 1217 West Washington Blvd., Chicago 7, 

Illinois, or approved equal. Same shall be Loxit number T-901 C [choose T-501 C or T-401 C if preferred). 
bbL S /i O L in one piece up to 4 x 16 feet. They shall be trimmed on all sides with Loxit 
r>D-244 b channel trim which shall be virgin 6063-T5 extruded aluminum, anodized with Loxit 
never-tarnish Glo-Dull finish to match chalkboards. All boards shall be set strictly in accordance 
with manufacturer s shop drawings and/or directions using screws and plugs and/or toggles, 
and Loxit super adhesive M-300 following instructions on container as required. 

tackboards shall be Loxit Prefabricated 
BALANCED LOXIKORK Tackboards as manufactured by Loxit Systems, Inc., 1217 West Wash¬ 
ington Blvd., Chicago 7, Illinois. Boards shall be in one piece up to 4 x 8 feet. They shall be 
trimmed on all sides with Loxit BB-244 S channel trim. All trim shall be virgin 6063-T5 extruded 
aluminum anodized with Loxit never-tarnish Glo-Dull finish to match chalkboards. Same shall 
be installed as separate units or in combination with chalkboards using Loxit Miracle Adjustable 
betting System CSS-101 strictly in accordance with manufacturers shop drawings and /or directions. 


LOXIT M-250 STIKTITE ADHESIVE 

(For unmounted cork only ) 

Loxit M-250 Stiktite adhesive was developed 
especially for the installation of UNMOUNTED 
cork and NOT for use with Loxikork Mounted 
Panels or Chalkboards—See box below. Use 
strictly in accordance with directions on each 
container. Available in quart, gallon, and five 
gallon containers. 


For Loxitex use LOXIT M-350 Super Adhesive 
For Loxit Chalkboards and mounted cork use LOXIT 
M-300 Super Adhesive 


tDue to the high cost of raw materials these three 
colors are available only on special order. 
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PLASTER LINE 


BB-808 

SURFACE APPLIED 

ALTERNATE 
MAP RAIL BB-823 


CLIP AX-840 


HEAD and JAMB 
TRIM 



LOXIT TRU-SNAP % , 

CHALKBOARD and TACKBOARD 
ALL ALUMINUM TRIM 

Details Show Recessed Type Trim 
Surface Applied Trim indicated by dotted lines 


Chalkboards, Pages 2, 3, 4 and 12 Tackboards, Pages 8 and 9 


FLAG 

HOLDER 


ROLLER 

BRACKETS 



%" 

OPENING 



COMBINATION 
MAP HOOK 
and PAPER CLIP 




AX-821FH 


AX-821 LB 
AX-820 RB 
ROLLER BRACKETS 
FURNISHED IN PAIRS 



COMBINATION 
MAP RAIL AND 
TACK STRIP 
BB-882 


THIS ACCESSORY 
USED WITH MAP 
RAILS BB-821, BB-822 
AND BB-823 


NOTE: MAY BE USED AS 
ALTERNATE HEAD TRIMS 




r 7 ^7 

^AX-808-LE 
(AX-808-RE) 


TRIM BB-805C 
CLIP AX-840 


THESE RETURN FITTINGS ARE USED TO RETURN JAMB TRIM 
AT TOP OF BOARD WHEN MAP RAILS SERVE AS HEAD TRIM 


GROUND BB-805MG 


TYPICAL LOXIT SHORT TRU-SNAP TRIM SPECIFICATION 


MULLION TRIM 


ALTERNATE 

CHALKTROUGH 


SCOPE AND MATERIALS —Furnish and install all chalkboards and tack¬ 
boards using Loxit Tru-Snap extruded virgin 6063-T5 aluminum alloy 
chalkboard trim as manufactured by Loxit Systems, Inc., 1217 West Wash¬ 
ington Blvd., Chicago 7, Illinois, or approved equal. Same shall be ano¬ 
dized in the Loxit never-tarnish GLO-DULL finish. Furnish in stock 
lengths to be cut, mitered and fitted on job. Same shall be complete with 
Loxit grounds as required. 




BB-838 

WITH CRAYON 



TRIM—All jamb, mullion and head trim shall be Loxit fluted type trim. 
BB-805 C or BB-808 as required on job. (Plain trim is available if preferred). 
Same shall be complete with return corner fittings as required. 


MAP RAILS—Where map rails are called for, same shall be Loxit BB-822 
or BB-823 combination cork strip and map rail as required by job. (Note to 
Architect: Specify BB-820 if plain map rail without cork is preferred). 


CHALK TROUGHS—Chalk trough shall be Loxit closed horizontal type 
trough BB-832 complete with sweep-out end fittings. Note to Architect: If inclined 
closed type with crayon groove at the front is preferred , specify BB-838. 


ACCESSORIES—Contractor shall provide one pair of roller brackets and 
one flag holder for each run of map rail and one combination Loxit map 
hook and paper clip for each 24" of map rail. 


GROUND BB-805 G 


CHALKTROUGH 


SHOP DRAWINGS—Contractor shall furnish shop drawings to be pro¬ 
vided by LOXIT SYSTEMS, INC. for architect's approval before starting 
job. He shall furnish manufacturer with complete information including 
overall job dimensions and such drawings, specifications and details as 
may be required by manufacturer in order to provide adequate shop draw¬ 
ings. All work shall be done strictly in accordance with manufacturers 
shop drawings and/or directions. 


BB-805 CG 
"SURFACE APPLIED 


PROTECTION—The contractor shall be responsible for protection when, as, 
and if required. 
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LOXIT VICTORY 

9 SCREW-ON ALUMINUM CHALKBOARD TRIM 

(DOES NOT REQUIRE GROUNDS) 


HEAD TRIM 
BB-809-H 

IS 


LOXIT VICTORY SCREW-ON TRIM 

HEAD TRIM 
BB-809-F 


ALTERNATE 
HEAD TRIM 
MAP RAIL 

with Cork Insert 

BB-829-H 



ALTERNATE 
HEAD TRIM 
MAP RAIL 

with Cork Insert 

BB-829-F v 


MULLION 

TRIM 

BB-810 

J 


FOR SURFACE APPLIED 
Vi* CHALKBOARDS 



Beautiful in appearance, easy to apply, simple to 
maintain. 

THE LOXIT VICTORY Screw-On Trim is the 
answer to the applied after trim problem for ease, 
speed in erection, neat appearance, permanent 
finish and simple maintenance, at a cost that will 
meet an average budget. 


BB-824 AE as extruded 
(also Available Anodized) 



MAP RAIL 
with Accessories 


This popular map and cork strip can be used on old 
or new jobs. It is easy to install and is very attractive. 
This is one of the most versatile ma£> rails on the market. 


AX-824-RB 



AX-824-CB 
MAP HOOK 
AND 

PAPER CLIP 




ROLLER BRACKETS 


AX-824-FH 
FLAG HOLDER 



AX-824-LB 


FOR SURFACE APPLIED 
Va” CHALKBOARDS 


5 


5 CR 

REVERSE 

C-L 


SCHEDULE of TRIM SELECTION 

RECESSED TYPE INSTALLATION 


SECTION 

AA 

c-c 

D-D 

E-E 

F-F 

G-G 


TRIM NO. 

BB-805C, BB-820, 
BB- 822 
BB-805C 
BB-832, BB-838 

BB- 805 C 
BB-820 or BB-822 
BB-805C, BB-832 
BB-838 


SURFACE APPLIEDTYPE INSTALLAT ION 

SECTION TRIM NO. 

A-A BB-808 or BB823 
C-C 88-808 
D-D BB-832, 

BB-838 (usedwith 
Grounds BB-805C6) 
E-E BB-805C 
F-F BB-820 orBB-822 

G-G BB'808/ BB‘832, 

BB-838 


F-R 


F-L 


H-R REVERSE H-L 


dr" . 

—IL 


f# 

4f - 

r# 


"c 0| F 

^r- 

Y 

c c 

c 

E 

ID 

1 c 

?' C 

o' 

Ig 



Id 

-H 5 - 

Ig 

— 

i 

IA |F 

e-e If e- 

- ■ - C: 

-E 

C- 

■cG c . 

1 A 

c T 

’A 

¥ 

•1 A 

< 

E ' £ 

\ 

• 'Z 

HfMt= 



k 

M= 

4 



TYPICAL LOXIT SHORT 
SCREW-ON TRIM SPECIFICATION 

SCOPE AND MATERIAL—Furnish and install all chalk¬ 
board and tackboard trim as required by plans and 
specifications using LOXIT VICTORY SCREW-ON trim as 
detailed and specified in manufacturers 1958 chalkboard 
catalog or approved equal. Same shall include map rails, 
either as intermediate rails or as head trim as required. Furnish one 
combination map hook and paper clip for each 24" of map rail; one flag 
holder and one pair of roller brackets for each span of map rail. Same 
shall be of virgin 6063-T5 aluminum alloy anodized in the Loxit never 
tarnish GLO-DULL finish. Materials shall be furnished in stock lengths 
to be cut, mitered and fitted on the job as required. 

SHOP DRAWINGS—Contractor shall furnish shop drawings to be pro¬ 
vided by LOXIT SYSTEMS, INC. for architect's approval before starting 
job. He shall furnish manufacturer with complete information including 
overall job dimensions and such drawings, specifications and details as 
may be required by manufacturer in order to provide adequate shop 
drawings. All work shall be done strictly in accordance with manu¬ 
facturers shop drawings and/or directions. 

PROTECTION—The contractor shall be responsible for protection when, 
as, and if required. 
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UP TO 4 FT. 


ANOTHER NEW LOXIT PORCELAIN STEEL CHALKBOARD 

LOX-88 NU-SIMPLON 



3 /, 6 " tempered hardboard- 

TYPICAL SP 

Chalkboards shall be LOXIT LOX-RS-88 NU-SIMPLON Rite Spring 
Green Porcelain Chalkboard (or specify color and symbol RD, RG etc. as shown 
on page A) as manufactured by Loxit Systems, Inc., 1217 W. Washing¬ 
ton Blvd., Chicago 7, Illinois, or approved equal. 

Porcelain Steel Chalkboard facings shall be high pressure laminated 
to 3 /i6 w tempered hardboard core panels which shall be back-sealed 
against moisture absorption with a vapor barrier composed of a sheet 
of aluminum foil laminated under high pressure. 

The chalkboard facings shall be processed in strict accordance with 
the recognized procedures of the PORCELAIN ENAMEL INSTITUTE 
for Architecturally Fired Porcelain. 

The base metal shall be enameling steel fully covered on both faces 
with a porcelain enamel ground coat and fired at temperatures 
sufficient to completely fuse the ground coat to the base metal. Base 
metal having aluminum or other processed firing agents will not be 
acceptable. A writing surface of porcelain shall be applied over the 
ground coat, as a separate operation, in a thickness consistent with 
the standards recognized by the P. E. I., and shall be fired at a closely 
controlled temperature not less than 1550° F. The writing surface shall 
have a reflectance not greater than 20% nor less than 15% as recom- 


This Loxit Mirawal Porcelain Steel Chalkboard is available in standard 
heights and up to 16' long—and a full W' thick! It is available in the eight 
Loxit colors. (See page 4). 

It can be pre-trimmed with a simple edging or applied direct to the wall to 
be trimmed after installation. 

The same LOXIT MIRAWAL PORCELAIN STEEL sheet that is now used in 
its NU-VICTORY and NU-IMPERIAL boards is laminated to a 3 /i6" tempered 
hard board which has been sealed against wall moisture with an aluminum 
foil vapor barrier backing sheet. The total thickness is 3 /i6" plus. 

This is a top quality PORCELAIN STEEL CHALKBOARD in a thrift price 
bracket. It writes beautifully, erases easily and can be washed as often as 
desired. It is easy to install and simple to maintain. LOXIT guarantees its 
new LOX-88 NU-SIMPLON Porcelain Steel Chalkboard as it does all of its 
products, in accordance with its high quality standards of doing business. 

ECI FIC ATIONS 

mended by the American Standard for School Lighting—and a hard¬ 
ness of not less than 6.5 when tested by Scale of Hardness of Minerals. 
All chalkboard panels shall be in one piece up to 4 feet in height and 
16 feet in length, and in two panels of equal length for spans up to 32 
feet inclusive. Where the total length of chalkboard exceeds 16'—and 
the boards are not pre-trimmed—they shall be neatly spliced with a 
Loxit metal divider strip furnished to match the board. 

NOTE TO ARCHITECT: If boards are to be pre-trimmed specify —"All chalk¬ 
boards shall be factory pre-trimmed with LOXIT GLO-DULL chalk¬ 
board edging. Furnish and install LOXIT BB-830 chalktrough and 
LOXIT BB-824 map rail with one map hook per 18" of map rail, one 
pair of roller brackets and one flag holder per chalkboard unit." 

If boards are to be trimmed after installation, specify — "All boards after 
installation shall be trimmed with LOXIT VICTORY SCREW-ON alumi¬ 
num chalkboard trim. Furnish one map hook per 18" of map rail, one 
pair of roller brackets and one flag holder per chalkboard unit." 

All boards shall be installed strictly in accordance with manufac¬ 
turer's shop drawings and/or directions, using LOXIT M-300 super 
chalkboard adhesive. ( Specify back-plastering or other backing to build up a 
thickness of greater than 3 /i6" if required). 


LOXIT WONDER 




* ADJUSTABLE SHELVING SYSTEM 


Loxit Wonder Adjustable Shelving System Type 
W-60 can be used separately or in combina¬ 
tion with the Loxit Miracle Chalkboard Adjust¬ 
able System by setting the narrow shelf above 
the board for various types of small displays, 
models, flowers, etc. and the wider shelf under 
the board for books and articles normally used 
in the class room. Very handy for one or a few 
short shelves hung on the wall almost any¬ 
where and at any height—or for a stand of 
shelves as shown. 

The new Loxit WONDER Shelving System is 
adjustable in every dimension. Shelf heights, 
shelf spacing, number of shelves, length of 
assemblies. Brackets are cadmium plated to 
match the Loxit Glo-Dull trim used on chalk¬ 
boards and tackboards. 

The brackets interlock in standards and when 
locked cannot be moved without unlocking. 
Both types W-60 and W-70 are thrifty, neat, 
simple, practical and safe. They provide ad¬ 
justable shelf assemblies that any carpenter 
or maintenance man can put up, adjust or move 
in a few minutes. 

TYPICAL SHORT LOXIT SHELVING SPECIFICATION 

TYPE W-60—Adjustable shelves shall be fur¬ 
nished as shown on drawings and/or called 
for in specifications using the Loxit Wonder 
adjustable shelving system Type W-60 as man- 
ufactured by Loxit Systems, Inc., T217 W. 
Washington Blvd., Chicago 7, Illinois. Shelv¬ 
ing shall be furnished by others. They shall be 
installed strictly in accordance with manu¬ 
facturer's shop drawings and/or directions. 
TYPE W-70—Loxit "Wonder" Adjustable Box 
Shelving System Type W-70 is a box type set 
up with almost unlimited possibilities in design 
and scope, and use of color and materials. 

Note to Architect: If type W-70 is preferred simply sub¬ 
stitute the type designated W-70 for W-60 in above 
specifications. 

Detail sheets suitable for tracing available 
upon request without obligation, also sample 
models of standards and brackets. 
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LOXIT VICTORY BULLETIN BOARDS 


RECESSED IN WALL 


u 

> 




SURFACE APPLIED 

WALL LINE 
3" 


TYPE BX-l-H SINGLE DOOR 








1 


l 





ANCHOR— 
CASE TO WALL 
THRU CENTER 
LINE OF 
KEYHOLE 
FASTENER 


TYPE BX-2-H DOUBLE DOOR 



TYPE BX-3-H DOUBLE DOOR W/MULLION 
TYPE BX-4-H FOUR DOORS W/MULLION 


TYPICAL SPECIFICATIONS 


ANCHOR — 


STANDARD SIZES 



P/4" 


P/4" 


Furnish and install LOXIT (or approved equal) VICTORY 

Model Bulletin Boards Type- (specify type here) in 

sizes as shown in plans. All metal used in cases to be 
virgin 63-S extruded aluminum alloy fully anodized in 
accordance with LOXIT GLO-DULL process. Background 
of cases to be LOXIKORK (specify type cork here). 


Hinged swing glass doors 
TYPE BX-l-H Single Door: 18" x 24", 20" x 30", 

24" x 36", 36" x 48". 
TYPE BX-2-H Double Door: 60" x 42", 60" x 48". 

BX-2-S available with sliding doors 
TYPE BX-3-H Double Door w/mullion: 72" x 48" 
TYPE BX-4-H Four Doors w/mullion: 120" x 48" 
Note: Special sizes to order. All sizes mentioned O. D. 


LOXIT VICTORY VARIABLE DEPTH TROPHY AND DISPLAY CASES 

Hinged or Sliding Glass Doors 


TYPE TX-9- H 
HINGED DOORS 



Furnish and install LOXIT VICTORY Model (or approved equal) aluminum 
deep recess Trophy Case Type- (specify type TX-9-H or TX-9-S) as manu¬ 

factured by LOXIT SYSTEMS INC. 1217 West Washington Blvd., Chicago. 
All aluminum sections to be virgin 63-S extruded aluminum alloy fully ano¬ 
dized in accordance with LOXIT GLO-DULL process. Same shall be to 
dimensions as shown in plans and in accordance with manufacturers shop 
drawing as approved by architect. 

NOTE TO ARCHITECT: Although all material can be furnished by LOXIT it is suggested that 
such items as Glass Shelves, Adjustable Standards and Electrical Fixtures be placed in the 
Glaxing, Hardware and Electrical Specifications. 


A' 


TYPE TX-9-S 
SLIDING DOORS 


> 

-c 

1 

D-; 

3 

‘- \ 

r D c4 

it 






ANCHOR 




SECTION 

A'-A' 



!4" PLATE 

GLASS DOOR CHROME PLATED 

LOCK ASSEMBLY 

SECTION D'-D' 


SECTION C-C 



SECTION 

B'-B' 
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LOXIT VICTORY HORIZONTAL SLIDING CHALKBOARDS 




TYPICAL ELEVATION 


- UP TO 16 FT. O.D. - 

TYPE HX-20 

Fixed back panel with two sliding panels on one track. 




UP TO 16 FT. O.D.- 

TYPE HX-21 

Fixed back panel with two sliding panels each on separate track. 


t 4 


UP TO 16 FT. O.D 


TYPE HX-22 


Fixed back panel with four sliding 
panels on two tracks. 


Note to Architect: 16'O.D. dimension shown 
above represent standard assemblies. If greater 
space is desired, we will furnish special details 
to meet job requirements. 


SPECIFICATIONS 


Where shown on plans furnish and install LOXIT Victory horizontal sliding 
chalkboards as manufactured by LOXIT SYSTEMS INC., 1217 West 
Washington Blvd., Chicago 7, Illinois, or approved equal. 

All outer framing to be virgin 63-S extruded aluminum, heat treated, fully 
anodized in accordance with LOXIT GLO-DULL process. Sliding hardware 
shall be of overhead design consisting of heat treated extruded aluminum 
track and matching formed steel bracket carriages equipped with double 
pairs of heavy duty nylon rollers with self lubricating ball bearing inserts. 

Chalkboards shall be of balanced panel design triple-ply laminated 
at 125 psi. to insure minimum panel deflection. Each sliding chalk¬ 
board panel shall be furnished in one piece free of joints and splices 
and surfaced with LOXIT RITE GREEN (or DARKRITE GREEN) 
KOMPO-LUX (or PORCELOX) finish. Manufacturer shall submit de¬ 
tailed shop drawings for Architects approval. 
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LOXIT VICTORY VERTICAL SLIDING CHALKBOARDS 


THIS DIMENSION 5" FOR TYPE VX-30 
THIS DIMENSION 6 " FOR TYPE VX-31 ■ 
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-- MAXIMUM SPAN 10 FT. - 
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— 4" — 


TYPE VX-30 

With Two Vertical Sliding Panels.Fixed Panel Background Optional. 


T 

6 " 
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r-MAXIMUM SPAN 1 0 FT. —J 
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TYPE VX-31 

With Three Vertical Sliding Panels 

NOTE TO THE ARCHITECT: The free-sliding chalkboard panels in LOXIT'S vertical assemblies 
are engineered to meet the exact span and load requirements of each specified unit. Our 
research has provided us with panel construction designs which offer an absolute minimum of 
panel deflection through the center line of the board when subjected to direct horizontal pres¬ 
sure. LOXIT free-sliding chalkboards will not warp. 


SPECIFICATIONS 

Where shown on plans furnish and install LOXIT VERTICAL SLIDING 
CHALKBOARDS Type VX-30 (or VX-31), as manufactured by LOXIT 
SYSTEMS INC., 1217 West Washington Blvd., Chicago 7, Illinois. 

All outer framing to be 14 ga. CRS with baked prime coat. Head assem¬ 
bly shall have machined aluminum oulley blocks equipped with pressed 
steel, self lubricated, ball bearing sheaves. Jamb track and guide mem¬ 
bers shall be of heat treated extruded aluminum fully anodized in 
accordance with LOXIT GLO-DULL process. 

Sliding chalkboards to be of balanced panel design, triple-ply laminated 
at a minimum of 125 psi with thickness engineered to insure minimum 
panel deflection. Chalkboard surface shall be LOXIT RITE GREEN (or 
DARKRITE GREEN)—KOMPO-LUX (or PORCELOX) furnished in one 
piece free of joints and splices. Vertical edges of chalkboard panels 
shall be equipped with non-friction guides. Manufacturer shall submit 
detailed shop drawings for Architects approval. 


LOXIT VICTORY "EASY-TO-SEE-AND-USE” SWING PANEL BULLETIN BOARD 


I 



Brackets are heavy semi-circular, beautifully finished fittings in which the panels 
pivot to a full 180° position. All trim is Loxit *GLO-DULL aluminum finish which 
stays permanently beautiful. It is designed to match the Loxit TRU-SNAP Chalk¬ 
board Trim. 

All panels are finished both sides with RITE GREEN Chalkboard or LOXIKORK. 
Available in standard units of 4, 5, or 6 panels in sizes 36" x 36", 36" x 42", 36" 
x 48". 

Special sizes and combinations of panel finishes—including RITE GREEN lined 
or scored boards —available on order. *R eg . u. S. Pat. Office 


LOXIT VICTORY REVERSIBLE EASEL BOARDS are available on 
order. Blueprints including scale details suitable for tracing and complete 
Loxit specifications covering same are available to architects on request. 


15 
























































































































OTHER LOXIT SYSTEMS 
OF SPECIAL INTEREST TO ARCHITECTS 

Literature, Catalogs and Samples Available 



LOXIT FLOOR LAYING SYSTEM 

" * J Tlle Loxit wo °d floor laying system is designed to lay ordinary tongue and 

W groove strip flooring mechanically. It is composed of a channel with turned-in 

\ ! edges and a uniquely designed clip. No nails, no adhesives, no wood sleepers. 

y Limits expansion and compensates for reasonable contraction in wood floors. 

Especially recommended for large areas, and on concrete slab construction. 


LLLLj# 

3 ^ 

LOXIT MIRACLE PLASTIC PREFINISHED 
DECORATIVE WALL PANELS 

Available in a variety of wood grain and marble finishes. Panels in 
eight colors in plain, tile and triline patterns. New catalog in full 
color available on request. 
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